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Heart Clear
Finest architectural grade, entirely heartwood, essentially 
free from knots and other natural characteristics. 

B Grade
Quality grade containing a contrasting mix of heartwood 
and sapwood and a limited number of small tight knots 
and other natural characteristics. 

Superior Heart
Knotty heartwood grade where economy and a rustic 
appearance are desired.    

Please contact your Allweather Wood / Humboldt Sawmill 
Sales Representative for additional product details,  

pricing, and to place an order.

Obata Noblin Office of San Francisco 
designed a peaceful fishing hut in 
northern California that features 
stunning Heart Clear redwood 
pattern stock and redwood timber 
posts. Access additional project 
details here. 
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Despite numerous alternative products, time-proven traditional  
natural redwood siding and paneling remain popular with  
architects and designers. Used as a main feature throughout or in  
interior and exterior accent walls, redwood paneling can also be used  
for dramatic detailing under eaves on soffits or ceilings of outdoor  
structures. Redwood blends seamlessly with other materials including  
stone, stucco and concrete. While several natural wood products may  
be used for these applications, none are as beautiful or as durable as  
real redwood.

Native to the North Coast of California, redwood’s total performance 
characteristics are unique among American softwoods. Its superior  
dimensional stability is especially suited to the demands of exterior  
siding applications. Redwood’s renowned natural durability, weather- 
ability, finish retention, fire performance and insulation properties make 
it ideal for virtually any project or climate.

Redwood is graded by appearance and durability. Freedom from knots 
and other natural characteristics is the determinant for the highest 
architectural grades. Redwood grades are segregated into rich cinna-
mon-toned heartwood grades for maximum durability and those that 
may contain lighter colored sapwood, creating a dramatic color contrast. 
The occurrence of knots of various sizes, number and quality are defin-
ing characteristics of the more popular rustic knotty grades of redwood  
siding and paneling. Available in a variety of dimensions, grades and  
patterns, including popular shiplap, traditional tongue & groove, as well 
as surfaced or rough dimension stock, redwood will suit any need.

All Humboldt Sawmill redwood products are sourced from privately 
owned, rapidly growing sustainable second growth forests where growth 
exceeds harvest levels and are certified to the standards of the Forest 
Stewardship Council® (FSC® C013133).



Notes:

PID:	 19552
Pattern:	 794R Shiplap
Grade:	 Superior Heart
Dimension:	 1” x 8”
Lengths:	 From 6’ - 20’
Finish:	 S1S2E Dry

PID:	 19583
Pattern:	 794R Shiplap
Grade:	 B Grade
Dimension:	 1” x 8”
Lengths:	 From 6’ - 20’
Finish:	 S1S2E Dry

PID:	 19582
Pattern:	 711R T&G
Grade:	 B Grade
Dimension:	 1” x 6”
Lengths:	 From 6’ - 20’
Finish:	 S1S2E Dry

PID:	 19596
Pattern:	 Nickelgap Shiplap
Grade:	 B Grade
Dimension:	 1” x 6”
Lengths:	 From 6’ - 20’
Finish:	 S1S2E Dry

PID:	 19192
Grade:	 Heart Clear VG
Dimension:	 1” x 6”
Lengths:	 From 6’ - 20’
Finish:	 Rough Dry

PID:	 12496
Grade:	 B Grade
Dimension:	 1” x 6”
Lengths:	 From 6’ - 20’
Finish:	 S4S Dry

PID:	 18599
Grade:	 B Grade
Dimension:	 1” x 8”
Lengths:	 From 6’ - 20’
Finish:	 S4S Dry

PID:	 19560
Grade:	 Superior Heart
Dimension:	 2” x 4”
Lengths:	 From 6’ - 20’
Finish:	 S1S2E Dry

PID:	 19562
Grade:	 B Grade
Dimension:	 2” x 6”
Lengths:	 From 6’ - 20’
Finish:	 S1S2E Dry

PID:	 19564
Grade:	 Superior Heart
Dimension:	 2” x 8”
Lengths:	 From 6’ - 20’
Finish:	 S1SE Dry 
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